Bosch Group

FHP Manufacturing Co.
601 N.W. 65th Court

Fort Lauderdale, FL 33309

Phone: (954) 776-5471
Fax: (800) 776-5529
http://iwww.fhp-mfg.com

ES Two Stage Series
Counterflow Dimensions

A B C D E E G H J K M N P Condenser Recommended
MODEL Blower | Blower R/A Duct|R/A Duct |Filter Rack Water Replacement
Width | Depth | Height |Opening| Opening Flg Width |Flg Height| Height Connections Nominal Filter Size
ESD25, 085 21500126/00 || 4225 | 925 10.25 | 6.00 5.50 8501 19.50 975 | 22.00 | 22,000 | 24.00 3/4" EPT, 24 X 24 X 1
ES049 241000825 420 0S| se s 16188 7.50) || 1850 8.75 | 28.00 | 22.00 | 24.00 ERE 24X 30X 1
ES061 2600|8325 || 5251 121000 11250 || 838 5.00 9778 || 2175 | 105501 28,001 22.00] | 24.00 T ERT 24X 30X 1
ES071 2300 | S8 | 8525 | 1278 | 1980 | S 4.50 7008 20258 Bl 00 800N = 8000 32100 1"FEPT. 16 X 30 X 1 (2)
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| NOTES: All dimensions within +/- 0.125".
: All condensate drain connections are 3/4" FPT.
Left Hand Right Hand All Heat Recovery Kit connections are 1/2" FPT.
Return Return Internal electric heat available on 208-230/1/60 bottom discharge units only
(FLB) (FRB) Internal Heat Recovery Kit available on 208-230 volt units only.
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